FLANGED BEARINGS © HIGH-TEMPERATURE POLYMER m/ﬂ .

HIGH COMPRESSIVE STRENGTH PHONE: 516.328.3300 * FAX: 516.326.8827 « WWW.SDP-SI.COM
VERY LOW MOISTURE ABSORPTION \ | \ | \ | \
UNIVERSAL RESISTANCE TO CHEMICALS

Inch

> MATERIAL: 0 1

T500® Polymer

> OPERATING TEMPERATURE:
~148°F to +482°F

For additional information concerning the
bearing material, see page 5-49.
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Catalog Number 1.D. 0.D. L o B Pressfit
’ Max. Min.

S99GTF-020303 316
S99GTF-020306 8 3/16 38 312 1269 1251
S99GTF-030404 1/4
S99GTF-030406 316 1/4 38 375 - 1892 1873
S99GTF-040504 1/4 :

S99GTF-040506 3/8
S99GTF-040508 Lo 5/16 V2 500 2521 2498
S99GTF-040512 34
S99GTF-060704 1/4

S99GTF-060706 3/8 15/32 3/8 687 .046 3773 .3750
S99GTF-060708 12

Catalog Number Housing Bore Shaft Size f
(Ref.)
Max. Min. Max. Min.

S99GTF-020303

S99GTF-020306 1878 1873 1243 1236

S99GTF-030404
S99GTF-030406
S99GTF-040504
S99GTF-040506 .019
S99GTF-040508 3128 3122 .2490 .2481
S99GTF-040512
S99GTF-060704
S99GTF-060706 4691 4684 3740 3731
— S99GTF-060708

.2503 2497 .1865 .1858
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